Stainless Steel Flexible Joint

Flange Type : Model SJ-301, SJ-302, SJ-303

All contacting fluid parts are stainless steel.

JIS10K, ANSI150, PN10, PN16 or other flange standards
include metal or stainless steel material flange and
length of flexible joint are available upon request.

Application

S)-301, 5J-302, 5J-303 are assembled using high quality hose, braid, and flanged.
They are designed for optimum performace in vibration applications where axial
motion does not occur. Also, they are ideal for absorbing vibration and reducing
noise; moreover, they are easily installed and reduced the possibility of pump failure.
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5)-301 5)-302 51-303

Fixed-Fixed Flange Fixed-Loosed Flange Loosed-Loosed Flange
Bill of Materials
NO. Parts Material
1 Flange 55400/5U5304,/5U5316 Applicatian Fluid :
2 Short Pipe SUS304/5U5316 0il, Water, Hot Water, Steam, Gas, Air, Chemical, etc.
3 Collar SUS304/5US316
4 Corrugated Hose | SUS321/5U5304/5U5316 Temperature :
5 Flange $5400/SUS304/5US316 Excellent behavior subject to the above considerations
6 Lap Joint SUS304/5US316 from -269 C(liquid helium) up to + 600 C.
7 Wire Braid SUS304/5U5316
Dimensions and Allowable Movements
Inner Diameter Size Outer Diameter Pressure Bar Bending Radius
{mm.) {Inch.) {mm.) Nominal Burst {mm.)
[ 1/4" 11.6 175 700 125
9 3f8" 16.5 100 400 160
12 1/2” 22 95 380 210
15 5/8" 25 75 300 230
19 3/a” 30 60 240 240
25 1® 38 40 160 250
32 1-1/4" 46.5 40 160 265
38 1-1/2" 55 40 160 310
50 2" 70 35 140 355
63 2-1/2" 85 30 120 415
75 3" 100 24 96 475
100 4" 131 20 80 585
125 5" 156 12 48 850
150 6" 178 10 40 1050
200 8" 238 10 40 1100
250 10" 290 10 40 1155
300 12" 342 10 40 1200
350 14" 401 8 30 2500
400 16" 451 8 30 2800
450 18" 502 5 20 3000
500 20" 563 4 15 3300
600 24" 665 35 14 3800

Note : The contents are subject to change without prior notice.



